MOTOSTIK 
USER’S MANUAL

Thank you for your purchase and welcome to the elite group of MOTOSTIK  users. This manual will cover important information that you will need as a user of this product to safely operate and maintain your new MOTOSTIK . It is extremely important that you thoroughly read and completely understand this manual before using your MOTOSTIK.

READ AND SAVE THESE INSTRUCTIONS

WARNING: Improper use of this device may lead to personal injury. Please follow all safety instructions. 

Models covered in this manual:

MOTOSTIK    MX-1(SS)



MOTOSTIK    MX-1(S)



MOTOSTIK    MX-1(L)
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Introduction

Once again, “thank you” for your purchase. We certainly hope and believe that you will find many hours of enjoyment with your new MOTOSTIK .

Before you get started there a few things that you will need to know in regards to the MOTOSTIK . MOTOSTIK is a serious piece of equipment and depending on your level of coordination and skill it may take you several hours of practice before you begin to master the art of balance and control. Remember, take your time and be patient while going through the initial learning curve. 

MOTOSTIK is a great tool for training and exercise as well as it is a fun recreational device. Consistent use of the MOTOSTIK may increase your reaction time, create better balance and build your upper body and leg strength.

For more information, accessories, videos and other cool items for your MOTOSTIK  please visit our website at:

www.motostik.com

If you have questions in regards to your MOTOSTIK   please email us at: info@motostik.com or call us at (877) 668-6999 (877-moto-999).

Assembly

First, open the box and remove all contents. Check to see that everything is included before proceeding. Items that should be in the box are as follows:

· MOTOSTIK plunger assembly (handlebar clamp& foot pegs should already be installed)
· MOTOSTIK  handlebar assembly (grips & pad should be already installed)
· Hex Wrench 
· Owners Manual
Note: Once you have confirmed that all the parts are present you may continue with the assembly. 
Assembly:

Step 1.) Remove the 4 screws (labeled “A” - fig.1) in the clamp for the handlebars using the provided hex wrench.  

[image: image1.jpg]o

HEX WRENCH
(supplied)

l© ~o

0-02





Step 2.) Mount the handlebar centered in the clamp with the sweep of the bars bending back towards the user. 

Step 3.) Align the handlebars to your preference and then replace the 4 bolts in the handlebar clamp. Tighten the 4 bolts lightly and evenly with the wrench provided and then make sure they are tightened completely to a torque of 65 in./lbs. You will need a good quality torque wrench capable of accurately reading inch/pounds of force to do this. 

Step 4.) Check that the handlebars are in the same alignment as the foot pegs. If they are not then you will need to loosen the 2 screws (labeled “B”- fig. 2) at the back of the handlebar clamp and turn the clamp assembly into alignment. Once this has been completed retighten the 2 handlebar clamp screws to a torque of 65 in./lbs. 
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Step 5.) Be sure that the footpegs are seated as far down as they will go and on the lip at the bottom of the plunger. Tighten the 2 screws (labeled “C” - fig. 3) in the footpegs to a torque of 65 in./lbs.

Step 6.) Test the MOTOSTIK  by using it carefully for only a few bounces at a time to determine if all feels well.

Step 7.) After 20 minutes of use stop and retighten all bolts as described previously in this manual.

From this point on after every 4 hours of operation stop and check the tightness of all bolts as described previously in this manual.

Note: Sizing/Fitment Info: In some cases the end user may want to make the handlebars narrower for a better fit. This can be achieved by first removing the grips and then using a good quality pipe cutter or by very carefully sawing off the ends of the bar to the desired length. Always be sure to file or remove any sharp edges or burrs before reinstalling the grips. 

WARNING! – ALWAYS use a very high quality “grip glue” when installing grips onto the handlebar. Grip-glue can be found and purchased at most motorcycle dealerships.

Operation

Once the owner’s manual has been read and completely understood, the MOTOSTIK  has been properly assembled and all screws have been double-checked for tightness, you can ready yourself to use your MOTOSTIK . Always wear full protective safety gear and an approved helmet when using your MOTOSTIK  – NEVER operate a MOTOSTIK  without the use of proper safety gear (see the “Important Safeguards” section of this manual)! 

Some tips to get you started:

· Loosen the tension knob completely by turning it counter-clockwise until it stops; this will soften the spring rate. 

· Only operate on a smooth, level, and dry surface with plenty of traction. 

· Have a person (a “spotter”) available to assist you in your learning curve.

· Do not operate on soft terrain such as dirt or sand.

· Always use both feet and hands when operating this device.

· Use gloves and ALWAYS wear appropriate footwear like high-top sneakers.

· If you feel the MOTOSTIK  “bottoming” (the plunger spring compressing to it’s maximum) turn the tension knob clockwise until this feeling goes away.

Your new MOTOSTIK  may require a short “break-in” period. When you first use this product it may feel a bit sticky or tight. This is due to the fact that the bearings on the slider system are very precisely fitted and may need a certain amount of time to set in to their proper clearance. 

Every MOTOSTIK  is assembled with care and has seen very careful and personalized attention from the assemblers. Keep this in mind when using this product for the first time.

Maintenance & Care

Your MOTOSTIK  has been designed to be nearly maintenance-free for the life of the product. However, you should always inspect your MOTOSTIK  for damage and/or wear prior to using it. NEVER use your MOTOSTIK  if you find any signs of damage and/or wear.

Certain items of your MOTOSTIK  are subject to wear after long periods of use and may need to be replaced from time to time. These items include, but are not limited to:

· The “shoe” (rubber pad at the bottom of the MOTOSTIK )– See your MOTOSTIK  retailer or visit www.motostik.com for replacements.

· The grips – See your MOTOSTIK  retailer or visit www.motostik.com for replacements.

· Decals – Stickers and sticker colors can be changed to personalize your MOTOSTIK . See your MOTOSTIK  retailer or visit www.motostik.com for replacements.

Important Safeguards

Using and mastering a MOTOSTIK  may require much practice. While learning to use this device please take every necessary precaution. Head the warnings below and use good judgment when operating a MOTOSTIK . 

WARNING! – DO NOT OPERATE THIS DEVICE UNTIL YOU HAVE READ AND COMPLETELY UNDERSTAND THE OWNER’S MANUAL. IF YOU HAVE ANY QUESTIONS REGARDING THE USE OR OPERATION OF THIS DEVICE CONTACT YOUR MOTOSTIK  DEALER.

WARNING! – ALWAYS WEAR AN APPROVED HELMET, FOOTWEAR, PADS AND SAFETY EQUIPMENT WHILE OPERATION THIS DEVICE.

WARNING! – NEVER OPERATE THIS DEVICE ON A SURFACE THAT IS NOT FLAT, SMOOTH OR DRY.

WARNING! – NEVER OPERATE THIS DEVICE WHILE UNDER THE INFLUENCE OF ANY SUBSTANCE. USE ONLY IN A SOBER AND CLEAR HEADED STATE.

WARNING! – NEVER REMOVE THE CROSSBAR PAD! REMOVING THIS PAD MAY CAUSE INJURY.

WARNING! – NEVER ATTEMPT TO DISASSEMBLE YOUR MOTOSTIK . IF YOU FEEL THIS DEVICE NEEDS SERVICING TAKE IT TO AN AUTHORIZED MOTOSTIK  SERVICE CENTER.

Warranty Information

LIMITED WARRANTY

Your purchase includes the following limited warranty, which is in lieu of 
all other expressed or implied warranties.  This warranty is extended to 
the initial consumer purchaser only.  Warranty registration is not 
required. This warranty gives you specific legal rights; you may have 
other rights, which vary from state to state.

MOTOSTIK  and its component parts are warranted to be free from faulty materials and workmanship from the date of the original purchase as 
follows:

· Complete unit - sixty (60) days

· Rubber bumper tip - no warranty
 

CONDITIONS OF WARRANTY

It is the responsibility of the original consumer/purchaser to ensure all 
the parts included in the factory sealed carton are properly installed and 
that all functional parts are working properly.

Keep the original purchase receipt in a safe place.  The lack of proof of 
purchase date may render this warranty null and void.



MOTOSTIK  has been designed for recreational use.  This warranty shall become immediately null and void if you do any of the following:  rent the MOTOSTIK ; sell the MOTOSTIK ; give away the MOTOSTIK ; perform stunts with the MOTOSTIK ; or ride the MOTOSTIK with more than one person; or exceed the weight limit of the MOTOSTIK .

The user assumes all risk of personal injuries, damages, or failure of the 
MOTOSTIK and any other losses if the MOTOSTIK is altered or used in any way inconsistent with it’s originally designed purpose.



WARNING:  Always wear a helmet and safety gear when riding.  Use on firm, level surfaces like cement or blacktop.  Avoid broken or uneven surfaces. Wear appropriate footwear.  Do not wear open toe or smooth bottomed shoes. Do not use barefoot.



                  Another innovative product from UTI, Inc


 Product specification subject to change without notice. For more information on parts and warranty coverage please visit out website at:

www.motostik.com
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